A metalpress

Technical Data

Performance Data - GM

Airflow M3/H (V=1M/S)

-width (mm)

200 | 250 | 300 | 350 | 400 | 450 | 500 | 600 | 700 | 800 | 900 | 1000

H-height (mm)

100 37 47 57 67 77 87 97 117 | 137 | 157 | 177 | 197
150 58 74 90 106 | 122 | 138 | 154 | 185 | 216 | 247 | 278 | 309
200 80 101 | 123 | 145 | 167 | 189 | 211 | 253 | 295 | 337 | 379 | 421
250 101 | 129 | 156 | 184 | 212 | 240 | 268 | 321 | 374 | 427 | 480 | 533
300 122 | 156 | 189 | 223 | 257 | 291 | 325 | 389 | 453 | 517 | 581 | 645
350 144 | 183 | 222 | 262 | 302 | 342 | 382 | 457 | 532 | 607 | 682 | 757
400 165 | 210 | 255 | 301 | 347 | 393 [ 439 | 526 | 611 | 697 | 783 | 869
500 208 | 265 | 322 | 379 | 437 | 495 | 553 | 662 | 769 | 877 | 985 [1093
600 251 | 319 | 388 | 457 | 527 | 597 | 667 | 798 | 927 | 1057 | 1187 |1317

Velocity / Pressure drop (intake)

Velocity 1 2 3 4 5 6 8
AP, mm G.W. 931 [ 123 | 276 | 490 | 7.65 [ 11.0 [19.58

0 Smoke Release &
Firestop




