Control System for Fire or Smoke Dampers

S

General

M60 controls and monitor until 120 Fire or Smoke dampers,
with TFT color touch screen and clear alarms.

“Plug & Play” system, devices are connected and automatically
recognize by the M60 controller without the need to write any
logic.

The system has option for Cloud Connection, with many
advantages:

No More Static IP,

No More Open Ports in Routers,

No More Set Ups,

No More Protocol Parameters to set,

No More Skills Required,

Alarms by email

Scheduled automatic testing Periodicly or Single testing
Reports sent automatically by email

Complete History

And more .....
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Features

110/230Vac — Adaptor Provided
Easy to connect and comisiong
Cloud Base System

Mobile app

2 Levels Password

Emails, reports and faults send
thru the cloud

Serial Communication Modbus
RTU or BACnet Ms/Tp
Communication with BMS
Licenses Single and Multiple Units



System Layout
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Electrical Drawing
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Dip Switch Zone 1 (Net 1) :

1- Alarm all Zone (Default Off=Single Zone)

2- Zone ~ Fire or Smoke (Default Off=Fire)

3- Baud Rate Auto — only 9600

4- Internal Use Only —Zone 1 = Off = Address 121

Dip Switch (Net 3) :
Not In Use

Dip Switch Zone 2 (Net 2) :

1- Alarm all Zone (Default Off=Single Zone)

2- Zone — Fire or Smoke (Default Off=Fire)

3- Baud Rate Auto — only 9600

4- Internal Use Only — Zone 2 = On = Address 122




Easy Integration
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BACnet RS-485 Wifi /
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BACnet IP RTU
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Any Gateway

From Modbus RTU to.......

Lonworks

Modbus TCP

And many more ....
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Dimensions

Dimension

Imperial (in)

Metric (mm)

A

5.36

136

B

7.4

188

[

2.7

69

M#60 Controller

®,
X

5Vdc Supply (110/230Vac Power Supply included)

Capacitive Multi Touch Screen

Rs-485 Serial Communication (Modbus RTU or BACnet Ms/Tp)
Wi-Fi — IEEE 802.11 b/g/n

Ethernet Port

Screen 5 Inch FWVGA 854 x 480 Pixels

Operating System — Android
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