DA melalpress

Selection diagram - supply

Vertical air pattern
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Correction factor Ly:
At 0° -4° -6° -8° -10°
x1 X0.7 x 0.6 x05 | x045

Correction factor according to the position of the dust basket:

% open @ 150 @ 200
100 % NR + 0 NR + 0
50 % NR + 2 NR +5
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Valid for cooling up fo Atg =-10K
Valid for heating up to A tg = +20K




hA melalpress

Selection diagram - supply

Horizontal air patfem Valid for cooling up o A tg=-10K
Valid for heating up to A tg = +20 K
V
m®/h 200 \6\
3 &
Lt (m) 150 m°/s \\,\\
124 1,84 24 0 o5, 5 &
ol R 0> 0,04 ;( y &
80
14 154 2 003 A
09 18- o oo 7 s
08+ 124 16 60 & ot
0,02 / ®
0,7 - 14 ,
14 50 0018 08 *
064 094 12 0,016 / qkq’g
N
| 8 | 0 0,014 U
0.5 0 1 % N0
7 AL
0.9 0012 © 2
04- 06— 08- 30 /
0,01 NS
0387 g5 %77 25 0,009
0,3 06 0,008
0,4 20
0,25 - 0,5 0007
0,35
02- 03~ 04-
vy 075 050 037 m/s @ 150 @ 200
Correction factor according to the position of the dust basket:
% open o 150 @ 200
100 % NR + 0 NR + 0
0% NR + 2 NR + 2
256% NR + 5 NR + 8
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Pressure loss

Size 150 mm
horizontal air pattern, VMO11

(Pa) 40 .
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Size 200 mm
horizontal air pattern, VMO11
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